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THE LATEST 
TECHNOLOGY IN 
FLAT DRIPLINES

LABYRINTH

The new ultra-compact, efficient, and sustainable 
Soaplast dripline!
The latest technological innovation in the dripline sector. 
High performance and lower costs.
Flatec is a thin-walled, turbulent flow flat dripline, ideal for 
flat terrain and single-season systems.

Designed to offer high efficiency, ease of use, and reliabi-
lity in the field.
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Recommended applications
Surface application is recommended, on level ground 
where pressure compensation is not required.

Product range

Product description

Table in nominal values12mm diameter available on request
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Crops
Flatec is ideal for open field or greenhouse use with 
vegetable or floral crops in seasonal cycles such as onion, 
garlic, celery, carrot, tomato, strawberry, asparagus, 
melon, watermelon, potato, cucumber, zucchini, eggplant, 
pepper, and more.

Dripper features
•	 Flat;
•	 Ultra-compact size;
•	 Turbulent flow;
•	 Excellent distribution uniformity;
•	 High clogging resistance thanks to turbu-

lent channels and self-cleaning system;
•	 Low sensitivity to pressure;
•	 Low technological variation coefficient.

Advantages
•	 Ideal for short distances between emitters;
•	 Increased irrigated surface and greater uniformity;
•	 Reduced water dispersion;
•	 Lower percolation along the line;
•	 Excellent emission uniformity throughout the line 

length;
•	 Complete drainage at the end of the irrigation 

cycle;
•	 High resistance to UV rays and agricultural fertili-

zers;
•	 Easy to install and recover in the field;
•	 Minimal maintenance required;
•	 Excellent cost/performance ratio: low investment.

Maximum recommended line lengths, in metres, with emission uniformity (EU) equal to 85%

The values of the lines in meters are indicative.

Nominal diameter Ø 16 mm

10 15 20 25 30 33 40 50 60 70 80 90 100

0,8

108 139 173 209 243 263 309 369 431 517 548 606 665 -1

98 126 156 183 209 223 255 298 337 392 409 442 475 0

88 113 139 158 176 183 202 226 242 266 270 279 285 +1

1,2

84 108 134 162 187 196 217 261 304 365 391 430 470 -1

77 98 120 142 162 171 190 210 238 277 289 313 336 0

69 88 108 122 135 140 148 165 175 190 191 198 201 +1

1,6

70 89 110 134 154 168 197 236 276 331 350 388 425 -1

64 81 99 117 133 143 163 190 215 251 262 283 304 0

58 73 89 101 112 117 129 145 155 170 173 179 182 +1

2,2

48 61 76 93 106 116 137 164 190 228 242 267 294 -1

44 56 69 81 92 99 113 131 149 173 180 195 210 0

39 50 61 69 77 81 89 100 107 117 119 123 126 +1

DRIP IRRIGATION FLAT DRIPLINES

Nominal diameter Ø 22mm

10 15 20 25 30 33 40 50 60 70 80 90 100

0,8

203 232 291 353 410 446 525 630 738 887 941 1042 1143 -1

185 211 262 309 353 378 434 508 576 672 702 760 817 0

167 190 233 266 297 310 343 386 415 457 464 479 490 +1

1,2

152 178 224 273 317 345 406 488 571 686 728 807 885 -1

138 162 202 239 273 293 336 394 446 520 544 589 632 0

124 146 180 206 230 240 266 299 321 354 359 371 379 +1

1,6

126 147 185 225 262 285 335 403 471 566 601 666 731 -1

115 134 167 197 226 242 277 325 368 429 449 486 522 0

103 121 148 170 189 198 219 247 265 292 296 306 313 +1

2,2

90 102 129 155 181 197 232 278 326 392 416 461 505 -1

82 93 115 136 156 167 192 224 255 297 311 336 361 0

74 83 103 117 131 137 151 170 184 202 204 212 217 +1


